
DWE

Wall
DWE Series provides indirect lighting with aesthetic appearance with high ceiling
interiors. Reflector parts are designed specially to benefit from metal halide lamps'
luminous flux at maximum level.

Fixtures



L ‹ T P AW A L L  F I X T U R E S

Code Lamp Color

Box Dimensions

DWE/AL

Protection: IP20

Description

DWE/AL/70 1x70W HCI-TS Gray
DWE/AL/150 1x150W HCI-TS Gray

Inside box 1 PCS.
DWE/AL/70     340x340x260 mm
DWE/AL/150   340x340x260 mm

Weight

DWE/AL/70     3,400 gr
DWE/AL/150   4,050 gr

Body: 2.5 mm thick die-
cast aluminum painted
with 80 micron texture
epoxy polyester powder
paint.
Reflector:
Manufactured with
0.4 mm thick
high pure (99.9%)
aluminum.
Glass: 6 mm thick
tempered glass with
serigraphy design.
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Dimens ions

W A L L  F I X T U R E S  /  D W E

Code Lamp Color

Box Dimensions Weight

DWE/BL

Protection: IP20

Description

DWE/BL/70 1x70W HCI-TS Gray
DWE/BL/150 1x150W HCI-TS Gray

Inside box 1 PCS.
DWE/BL/70     340x340x260 mm
DWE/BL/150   340x340x260 mm

DWE/BL/70     3,400 gr
DWE/BL/150   4,050 gr

Body: 2.5 mm thick die-
cast aluminum painted
with 80 micron texture
epoxy polyester powder
paint.
Reflector:
Manufactured with
0.4 mm thick high pure
(99.9%) aluminum.
Glass: 6 mm thick
tempered glass with
serigraphy design.
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