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Code Lamp Color

Inside box 1 PCS.
SPS/D   255x255x245 mm

Box Dimensions Weight

SPS /D

Protection: IP20

Description

SPS 118/D 1x18 W Dulux D White
SPS 126/D 1x26 W Dulux D White
SPS 218/D 2x18 W Dulux D White
SPS 226/D 2x26 W Dulux D White

SPS/D   1.700 gr

Body:  Made of 1.6 mm
thick aluminum and
painted with min. 80
micron texture paint.
Reflector:
Manufactured with
1mm thick high pure
(99.9%) aluminum.
For high luminous
efficiency, coated with
anodic vacuum
treated high pure
aluminum. They have
Cat -2 light distribution.
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300

2x26W Dulux D

Code Lamp Color

Inside box 1 PCS.
SPS/F   255x255x245 mm

Box Dimensions Weight

SPS /F

Protection: IP20

Description

SPS 118/F 1x18 W Dulux D White
SPS 126/F 1x26 W Dulux D White
SPS 218/F 2x18 W Dulux D White
SPS 226/F 2x26 W Dulux D White

SPS/F   1.700 gr

Body:  Made of 1.6 mm
thick aluminum and
painted with min. 80
micron texture paint.
Reflector: 1mm thick
high pure (99.9%)
aluminum and coated
by vacuum metalizing.
Special facet pattern
improves light efficiency
and decorative
appearance. It has Cat-
2 Dark light distribution.
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Dimens ions  (SPS/D - SPS/F)

Ø 242 mm 242 mm

200 mm

Code Lamp Color

Inside box 1 PCS.
SPS/D-K    260x260x170 mm

Box Dimensions Weight

SPS /D-K

Protection: IP20

Description

SPS 118/D-K 1x18 W Dulux D White
SPS 218/D-K 2x18 W Dulux D White

SPS/D-K   1.210 gr

Body:  Made of 1.6 mm
thick aluminum and
painted with min. 80
micron texture paint.
Reflector:
Manufactured with
1mm thick high pure
(99.9%) aluminum.
For high luminous
efficiency, coated with
anodic vacuum
treated high pure
aluminum.
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