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Code Lamp ColorE -CMH/NMH/MMH(S )

Standart Reflector
High purity aluminum is
used in the production
of these reflectors, which
are ideal for heights of
6 - 8 m. These reflectors
can be used with all high
bay fixtures, and can also
be fitted with glass and
grille.

Description

Box Dimensions Weight

Inside box 1 PCS.
E-CMH 250/S   275x435x215 mm
E-CMH 400/S   275x435x215 mm
E-NMH 250/S   275x435x215 mm
E-NMH 400/S   275x435x215 mm
E-MMH 250/S   275x435x215 mm
E-MMH 400/S   275x435x215 mm

(S) Reflector 5PCS   470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

E-CMH 250/S 1x250W HQL Black
E-CMH 400/S 1x400W HQL Black
E-NMH 250/S 1x250W NAV-E Black
E-NMH 400/S 1x400W NAV-E Black
E-MMH 250/S 1x250W HQI-E Black
E-MMH 400/S 1x400W HQI-E Black
Glass
Grille

E-CMH 250/S   7.500 gr
E-CMH 400/S   8.600 gr
E-NMH 250/S   8.800 gr
E-NMH 400/S   10.000 gr
E-MMH 250/S   7.650 gr
E-MMH 400/S   8.800 gr

(S) Reflector 5PCS   3.800 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr

Gla s s G r i l l e

Accessories

Description Code Lamp ColorE -CMH/NMH/MMH(D)

Narrow Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for ceilings
which are 7 m and
higher with their special
design. These reflectors
which can be used with
all high bay fixtures, can
also be fitted with glass
and grille.

Box Dimensions Weight

Inside box 1 PCS.
E-CMH 250/D 275x435x215 mm
E-CMH 400/D 275x435x215 mm
E-NMH 250/D 275x435x215 mm
E-NMH 400/D 275x435x215 mm
E-MMH 250/D 275x435x215 mm
E-MMH 400/D 275x435x215 mm

(D)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

E-CMH 250/D 1x250W HQL Black
E-CMH 400/D 1x400W HQL Black
E-NMH 250/D 1x250W NAV-E Black
E-NMH 400/D 1x400W NAV-E Black
E-MMH 250/D 1x250W HQI-E Black
E-MMH 400/D 1x400W HQI-E Black
Glass
Grille

E-CMH 250/D 7.500 gr
E-CMH 400/D 8.600 gr
E-NMH 250/D 8.800 gr
E-NMH 400/D 10.000 gr
E-MMH 250/D 7.650 gr
E-MMH 400/D 8.800 gr

(D)Reflector 10PCS 7.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr
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Accessories
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Protection:    IP65

Protection:    IP65

1x400W HQI-E

1x400W HQI-E
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Code Lamp Color

Wide Angle
Reflector:
Manufactured of high
purity aluminum. They
are suitable for lower
ceilings which are
4.5 - 7 m high with
their special design.
These reflectors which
can be used with all high
bay fixtures, can also be
fitted with glass and
grille.

DescriptionE -CMH/NMH/MMH(G)

Box Dimensions Weight

Inside box 1 PCS.
E-CMH 250/G 275x435x215 mm
E-CMH 400/G 275x435x215 mm
E-NMH 250/G 275x435x215 mm
E-NMH 400/G 275x435x215 mm
E-MMH 250/G 275x435x215 mm
E-MMH 400/G 275x435x215 mm

(G)Reflector 10PCS 470x470x535 mm
Glass  5 PCS. 485x485x130 mm
Grille  50 PCS. 470x470x535 mm

E-CMH 250/G 1x250W HQL Black
E-CMH 400/G 1x400W HQL Black
E-NMH 250/G 1x250W NAV-E Black
E-NMH 400/G 1x400W NAV-E Black
E-MMH 250/G 1x250W HQI-E Black
E-MMH 400/G 1x400W HQI-E Black
Glass
Grille

E-CMH 250/G 7.500 gr
E-CMH 400/G 8.600 gr
E-NMH 250/G 8.800 gr
E-NMH 400/G 10.000 gr
E-MMH 250/G 7.650 gr
E-MMH 400/G 8.800 gr

(G)Reflector 10PCS  6.300 gr
Glass 5 PCS. 5.000 gr
Grille 50 PCS. 15.500 gr
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D imens ions

c

b

Ø a

Code a b c
E-CMH/NMH/MMH(S) 445 mm 225 mm 700 mm
E-CMH/NMH/MMH(D) 435 mm 225 mm 700 mm
E-CMH/NMH/MMH(G) 435 mm 225 mm 650 mm
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Protection:    IP65

1x400W HQI-E




